IDENTIFICATION

EACH LIGHT SHALL BEAR THE MANUFACTURER'S
LABEL DESIGNATING THE TYPE AND THICKNESS
OF GLASS.

WHEN AFPPROVED BY THE BUILDING OFFICIAL,
LABELS MAY BE OMITTED, FPROVIDED AN AFFIDAVIT
L. L] = IS FURNISHED BY THE GLAZING CONTRACTOR.

GLASS AND GLAZING
SECTION 2402

AREA LIMITATIONS

THE AREA OF INDIVIDUAL LIGHTS SHALL NOT BE MORE THAN AS SET FORTH IN GRAPH
24—1, AS ADJUSTED BY TABLE 24-1.

DESIGN WIND PRESSURE
FROM SECTION Z511 = DESIGN PRESSURE TO BE USED

ADJUSTMENT FACTOR WITH GRAPH 24—1
PER TABLE 241

WHEN APPROVED EY THE BUILDING OFFICIAL, ALTERNATE MEANS FOR SELECTING GLASS
MAY BE USED IN PLACE OF GRAPH NO. 54—1 AND TABLE 24-1.

GLASS AND GLAZING
SECTION 2403

SAFETY GLAZING IDENTIFICATION

EACH LIGHT OF SAFETY GLAZING MATERIAL INSTALLED IN HAZARDOUS LOCATIONS AS
DEFINED IN SECTION 2408.4 SHALL BE IDENTIFIED EY A LABEL WHICH WILL:

* BSPECIFY THE LABELER, AND

* STATE THAT SAFETY GLAZING MATERIAL HAS BEEN UTILIZED IN THE
INSTALLATION.

* EACH UNIT OF TEMPERED GLASS SHALL BE PERMANENTLY [DENTIFIED BY
THE MANUFACTURER.

* THE IDENTIFICAITON SHALL BE ETCHED OR CERAMIC FIRED ON THE GLASS
AND BE VISIBLE WHEN THE UNIT IS GLAZED.

* TEMPERED SPANDREL GLASS IS EXEMPTED FROM PERMANENT IDENTIFICATION.
GLASS AND GLAZING
SECTION 2406.2






